SAFETY TRAINING - HOTWORK TEST SHEET
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	TEST QUESTIONS
	TRUE FALSE

	1
	Only authorized and properly trained employees can perform hotwork
	    (     (

	2
	Hotworkers are required to inspect their ignition producing equipment prior to use
	    (     (

	3
	Hotwork safety criteria can only be found in 29 CFR 1910.252 (Welding Safety)
	    (     (

	4
	OSHA penalties have increased dramatically from the year 1991
	    (     (

	5
	Hotwork safety training can be provided before or after job assignment
	    (     (

	6
	Retraining is required if there is reason to doubt an employees proficiency
	    (     (

	7
	In performing the hotwork survey, I must consider where sparks/ash can be lofted
	    (     (

	8
	Hotwork permits are not required in fire-safe areas
	    (     (

	9
	Combustibles must not be located within 35 feet of hotwork operations
	    (     (

	10
	Non-routine tasks are potentially hazardous tasks performed only occasionally
	    (     (

	11
	Use of explosion proof equipment must be considered when conducting hotwork
	    (     (

	12
	Moveable combustible hazards must be moved
	    (     (

	13
	Non-moveable combustible hazards must be guarded or protected
	    (     (

	14
	Air movement through ducts will usually suppress hot ash and can be overlooked
	    (     (

	15
	Hotwork is prohibited in sprinkler impaired buildings
	    (     (

	16
	Adequate ventilation is mandatory for respiratory protection
	    (     (

	17
	Two means of emergency escape are required from hotwork areas
	    (     (

	18
	All wet surfaces in the vicinity of the hotwork operation must be protected
	    (     (

	19
	Hotwork in confined spaces requires training in addition to this course
	    (     (

	20
	Lockout and de-energization of machines requires training in addition to this course
	    (     (

	21
	Breathing-air can be easily displaced from the work area by heavier-than-air gases
	    (     (

	22
	Fire extinguishing equipment must be available for immediate use
	    (     (

	23
	Everyone associated with hotwork must know how to contact emergency responders
	    (     (

	24
	Floor pits are not considered confined spaces because the top is usually open
	    (     (

	25
	Elevators may be used during fires in buildings equipped with emergency generators
	    (     (

	26
	“NOT AN EXIT” is an evacuation route that may cause evacuees to become trapped
	    (     (

	27
	Leaving facility grounds too early may cause responders to needlessly search for you
	    (     (

	28
	Alternatives to hotwork should be considered before performing hotwork
	    (     (

	29
	Removal of occupants from a hotwork area must be considered in all cases
	    (     (

	30
	All occupants must be notified that hotwork will be performed in their facility
	    (     (

	31
	A presurvey must be conducted before hotwork is initiated
	    (     (

	32
	The hotwork permit must include the means and methods for notifying responders
	    (     (

	33
	Combustible floors must be wet down, covered with damp sand or fire-resistive tarps
	    (     (

	34
	Explosive atmospheres in the hotwork area must be eliminated
	    (     (

	35
	All wall and floor openings must be covered or protected before hotwork is initiated
	    (     (

	36
	Fire watchers must be trained in use of response equipment and in sounding alarms
	    (     (

	37
	Fire watch must be maintained for at least 30 minutes after hotwork and any breaks
	    (     (

	38
	The hotwork area must be monitored for at least 4 hours (or longer) after hotwork
	    (     (

	39
	Contractors must be notified of existing hazards in the area they will be working
	    (     (

	40
	Contractors must be closely monitored when they are performing hotwork
	    (     (

	41
	You are the key element in hotwork safety
	    (     (


