
LOCKOUT TAGOUT TRAINING - TEST
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	TEST QUESTIONS
	TRUE FALSE

	1
	29 CFR 1910.147 is the Control of Hazardous Energy Standard 
	    (     (

	2
	All potential uncontrolled energy must be assessed by the company
	    (     (

	3
	Energy sources must be restricted and controlled
	    (     (

	4
	Most LOTO injuries occurred by contact with a moving machinery part
	    (     (

	5
	Personal protective equipment is the first choice in hazard control
	    (     (

	6
	A common reason for a LOTO injury is being afraid of a slow down in production
	    (     (

	7
	An Authorized Employee is one who locks or tags out machines to perform servicing
	    (     (

	8
	An Affected Employee is one who could be injured by uncontrolled injury
	    (     (

	9
	Lockout procedures are designed to prevent tampering with systems
	    (     (

	10
	Gravity is a type of energy source
	    (     (

	11
	Tags may be removed by anyone as long as they tell someone in a reasonable time
	    (     (

	12
	A problem with tags is that they can evoke a false sense of security
	    (     (

	13
	Contractors must be properly trained to perform lockout tagout work
	    (     (

	14
	In addition to assessing all machines, individual machine procedures must be written
	    (     (

	15
	Determination of responsibility is critical to LOTO operations
	    (     (

	16
	Energy control procedures must be reviewed annually
	    (     (

	17
	Where lockout can be used, it must be used!
	    (     (

	18
	Group lockout responsibility can be vest in multiple employees
	    (     (

	19
	Contractors must advise the host employer of any changes in work procedures
	    (     (

	20
	Lockout Tagout inspectors may join-in the work they are inspecting
	    (     (

	21
	Mixing different types of lockout devices is not authorized
	    (     (

	22
	Lockout devices must be standardized within the facility
	    (     (

	23
	Lockout devices must withstand the environmental conditions they are exposed to
	    (     (

	24
	Tags must be durable and not easily removed
	    (     (

	25
	Lockout devices must be inspected by the user before each use
	    (     (

	26
	Uncontrolled energy should be engineered out wherever possible
	    (     (

	27
	No lockout victim ever planned to die in a LOTO accident
	    (     (
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